
Fastex surface modifier can be provided for incorporation into customer’s existing 
crankcase or gear lubricants or as fully formulated crankcase and gear lubricants 
meeting or exceeding OEM & Industry standard specifications.

Fully Formulated Oils Available

Lowers Hot Spot Temperature & 
Vibration Substantially

Increases Equipment Life 
Expectancy

Reduces Frictional Energy 
Losses

Reduces Engine & Equipment
Maintenance
Improves Overall Equipment 
Effectiveness
Extends Oil Life by 30-50%
Improves Energy Efficiency

Benefits of Fastex FSM in Heavy Duty Diesel Applications

Fastex surface modifier is a complex blend of esters combined with a highly refined 
and modified hydrocarbon base fluid that has been specially formulated to improve 
Boundary Lubrication. It does not contain Boron, PTFE, Graphite, Zinc, Molybdenum 
or any solid based components.

Fastex surface modifier both significantly reduces friction and improves the anti-wear 
characteristics at metal surfaces. The modified boundary film has a very high shear 
strength and provides a low friction and high anti-wear barrier between metal surfaces strength and provides a low friction and high anti-wear barrier between metal surfaces 
to protect against thermal damage traditionally caused by extreme loading pressures, 
oil film breakdown or lubricant failure.

Technology Behind Fastex FSM

Fastex FSM is a third-generation surface modifier that combines very effective 
Extreme Pressure, Anti-Wear & Friction Reducing properties to improve all 
lubrication applications.

What is Fastex ?




